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STREET LIGHT DETAIL

SEE DETAIL A
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BREAKAWAY BASE WITH 10" TO 12" BOLT CIRCLE TOP AND

ISU IDENTIFICATION NUMBERS PLACED UNDER THE LUMINAIRE.

SEE SHEET 2 of 2
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CAD-WELD

NOTES:
1.  CONTRACTOR TO SUPPLY AND INSTALL COMPLETE INSTALLATION.

CONNECTION

SERIES DESIGN #R750A270-8D (TWIN MAST DESIGN) WITH ONE

1
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0
"

GND. ROD

" x 10'-0"8
5

3/4" PVC SCHED 40 CONDUIT FOR GROUND

TO #6 WIRE

BOTTOM, WITH ALL HARDWARE VALMONT #M104 FP&M STORE

SOLID.

TO BE 4-BOLT TYPE.

ALL BASES
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STAINLESS STEEL SHIMS

LEVEL BREAKAWAY BASE USING GALVANIZED OR

#4 REBAR TIES

#6 REBAR x 5'-11"

#4 REBAR TIES

#6 REBAR (TYP.)

(UNLESS NOTED OTHERWISE).

1.1/4" PVC SCHED 40 CONDUIT WITH BUSHINGS

2'-0" SQUARE

ISU ROADWAY LIGHTINGISU ROADWAY LIGHTING

STANDARD PRE-CAST FOUNDATION DETAILS

STONE)8
3

(1/2 pr
TAMPED FOOTING
6" CRUSHED STONE

IN 6" INCREMENTS.

POWER TAMPED

CRUSHED CONCRETE,

" OR SMALLER4
1

WITH

BACKFILL VOIDS

OR SHORTING CAP, ASSEMBLE, WIRE AND SET POLE.

ANCHOR BOLTS, CONDUITS, CABLES, GROUND ROD, LAMP AND PHOTOCELL 

CONTRACTOR SHALL PROVIDE AND INSTALL PRECAST FOUNDATION WITH 

OWNER TO FURNISH LUMINAIRE, POLE CAP AND NUT COVERS , AND POLE ID#.

BOLT CIRCLE, WITH ALL HARDWARE AND COVERS VALMONT DS50 

PROTRUSION 3"

GALVANIZED

1" x 36" x 4"

ANCHOR BOLTS

GRADE

27' POLE, ROUND, TAPERED, STEEL, PREPAINTED POLE, 10.5"

8' ARM.  FP&M STORE #6746.5935

3
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ISU 24" SQUARE X 72" FPM 6746.1337

ANCHOR BOLTS (IOWA BASE, INC. PH 641-435-4786)

7000 PSI  CONCRETE 24" SQ. PRE-CAST FOUNDATION WITH

#4 REBAR TIES

#6 REBAR x 5'-11"

CIRCLE DIA

11" BOLT

1" CHAMFER

CUTOFF FIXTURE TO BE LED ROADWAY COBRAHEAD,

FP&M STORE #6746.2426.

COOPER LDRC-T2-BO4-E-PER,MULTIVOLTAGE LED DRIVER.

480 V AREA LIGHTING RESEARCH, MODEL M-480.

TYCO, MODEL 8090-VFS-BL.

PHOTOCELL 120/208/240/277 V 

1

RATED FOR OPERATING VOLTAGE
AS NEEDED
THE NORTH) OR SHORTING CAP
PHOTOCELL (WINDOW ORIENTED TO
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(FUTURE FIBER / CAT6)

2" PVC SCHED 40 CONDUIT WITH BUSHINGS.

FOR FUTURE CAMERA


